
Before working on any firearm attachment, make sure firearm is unloaded and 
ammunition source is removed.  
 
Tools needed:  

​Punch (included) 
​T25 and T15 Torx bits 
​ (Recommended) Rubber/Plastic Mallet/Hammer 

 
1.​ Using T15 Torx driver/bits, unbolt front & rear ring clamps. Retain the screws. 

 

 
2.​ Remove Scope from Summit mount 

(If desired, Leave Mount Attached to weapon. For safety reasons, this is not 
recommended.) 
 
 
 
 
 
 
 
 
 



3.​ Use included punch to remove hinge 
pin in BOTH front ring clamps. 
 

○​ From the FRONT of the 
mount (on newer versions, 
dots on top of ring caps are 
only visible from the rear), 
drive the hinge pin rearward. 

 
○​ Place the hinge pin 

somewhere it won’t roll away 
and become lost. 
 

 



 
4.​ Replace old ring caps with Sherpa RDS Mount and smaller accessory ring cap. 

 
○​ Make sure Sherpa Mount is 

facing the right way (on 
newer versions, dimples are 
visible from the rear only)  

 
○​ Carefully align holes in 

ring/body hinges and gently 
push hinge pin through until 
ring caps are held in place.  

○​ Use rubber/plastic mallet to gently tap hinge pins the rest of the way until pins are 
flush with scope mount body.  

 
 
 
 
 
 
 

 



5.​ Place scope back into Summit mount  
 

 
6.​ Insert ring cap screws, DO NOT TIGHTEN 

 
○​ If Summit mount is not mounted to rifle, do so now. Torque Picatinny screws to 28 

INCH lbs. (NOT foot lbs!) 

 



 
 

7.​ Level scope to rifle system.  
 

○​ Once leveled, tighten all ring cap screws to 18 INCH lbs. (NOT foot lbs!) 

 
8.​ Mount your red dot to the Sherpa RDS Mount according to optic manufacturer’s 

specifications.  
 

9.​ Zero optics and enjoy! 
 
 
 
 
 
 
 


